Working at Height Safety Checklists


Department:






Date: 

Inspector:


Instructions:
1. These checklists are available at http://www.auckland.ac.nz/hrr/forms.ptml

2. They have been developed from the safety guidelines in the University Health and Safety Manual and are for auditing compliance with established procedures.  

3. The file should be customised to contain a checklist for each item on the department’s Hazard Register. 

4. Items within each checklist should be customised to correspond to the actual control procedures in use in the department.

	Ladders
	
	
	

	Specific Controls and Checks 
	Y,N,
N/A
	Specific Location/Site
	Identified Hazard/Fault/Comments

	Are ladder stiles in a good condition and not bent or damaged?
	
	
	

	Are ladder feet in place, not damaged or worn?
	
	
	

	Are ladder rungs not missing, bent, slippery or damaged?
	
	
	

	Check that step ladder locking bars are not damaged?
	
	
	

	Check that extensions ladder rope and locks are not damaged?
	
	
	

	Check that ladders are the appropriate type for task or work activity?
	
	
	

	Click here to add any further unique or specific hazards.
	
	
	


	Cherry Pickers/Scissor Lifts
	
	
	

	Specific Controls and Checks 
	Y,N,
N/A
	Specific Location/Site
	Identified Hazard/Fault/Comments

	Is Operators Manual accessible, read and understood by operators?
	
	
	

	Are Log Book, Certificates and Maintenance Records maintained?
	
	
	

	Are controls labelled?
	
	
	

	Controls are functional?
	
	
	

	Are Platform Guard rails undamaged and secure?
	
	
	

	Are fuel, water and oil levels in work platforms set correctly?
	
	
	

	Is the powered mechanism for operating the platform working properly?
	
	
	

	Check that emergency controls function correctly and any ancillary safety equipment (e.g. safety harness) are in good condition.
	
	
	

	Check that hydraulic lines are not leaking or damaged?
	
	
	

	Check that the supporting structure is sound and free from distortion or cracking.
	
	
	

	Check that tyre pressure is correctly inflated, if pneumatic tyres are fitted, and that tyres are undamaged?
	
	
	

	Are brakes working efficiently and the brake fluid level is set correctly?
	
	
	

	Has the machine been checked every 6 months by a competent person?
	
	
	

	Are operators trained in machine’s operation and capability?
	
	
	

	Click here to add any further unique or specific hazards.
	
	
	


	Fall Arrest/Restraint Systems
	
	
	

	Specific Controls and Checks 
	Y,N,
N/A
	Specific Location/Site
	Identified Hazard/Fault/Comments

	Are harnesses in good condition and not frayed or damaged?
	
	
	

	Is a register kept logging harness, lanyard and rope access equipment condition?
	
	
	

	Are fall arrest devices and restraint mechanisms functional and in good condition?
	
	
	

	Have permanently installed anchorages been checked within last 12 months?
	
	
	

	Are harnesses, ropes, lanyards stored in manner to prevent damage?
	
	
	

	Are karabiners functional and undamaged?
	
	
	

	Are lanyards and ancillary rope access equipment functional and checked for damage?
	
	
	

	Are procedures in place to perform a rescue while operating at height?
	
	
	

	Click here to add any further unique or specific hazards.
	
	
	


	Working at Height Safety Checklists

	Corrective Actions Taken to Rectify Hazard
	Date Completed 

	
	

	
	

	
	

	
	

	Comments:
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